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PROPOSED 3.0m SHARED USE PATH WITH PERMEABLE PAVING
AND 1m VERGES BORDERED BY STOCK PROOF FENCING. TO BE
ACHIEVED THROUGH EARTHWORKS, VEGETATION CLEARANCE

AND PROVISION OF SUP BEHIND EXISTING HEDGEROW
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PROPOSED 3.5m SHARED USE PATH WITH PERMEABLE
PAVING WITH ADDITIONAL 2.5m VERGE SEPARATION

STRIP. TO BE ACHIEVED THROUGH EARTHWORKS AND
TRANSLOCATING EXISTING HEDGEROW TO EDGE OF

EARTHWORKS. EXISTING KERBLINE TO BE MAINTAINED
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PROPOSED 3.5m SHARED USE PATH WITH PERMEABLE
PAVING WITH ADDITIONAL 2.5m VERGE SEPARATION

STRIP. TO BE ACHIEVED THROUGH EARTHWORKS AND
TRANSLOCATING EXISTING HEDGEROW TO EDGE OF

EARTHWORKS ALONG PROPOSED SUP.EXISTING
KERBLINE TO BE MAINTAINED
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PROPOSED SHARED USE PATH TO TRANSITION
FROM 3.0m TO 3.5m WITH PERMEABLE PAVING TO

BE PROVIDED. SEPARATION STRIP TO
TRANSITION FROM 0.5m TO 2.5m THROUGH

SETBACK OF EXISTING HEDGEROW TO EDGE OF
EARTHWORKS
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PROPOSED 3.0m SHARED USE PATH WITH
ADDITIONAL 0.5m PROPOSED

SEPARATION STRIP TO BE PROVIDED
THROUGH NARROWING OF THE

EXISTING CARRIAGEWAY. CARRIAGEWAY
NARROWING TO BE DESIGNED
AND DELIVERED BY OTHERS

PROPOSED 3.5m SHARED USE PATH WITH ADDITIONAL 0.5m PROPOSED
SEPARATION STRIP TO BE PROVIDED THROUGH NARROWING OF THE

EXISTING CARRIAGEWAY. CARRIAGEWAY NARROWING TO BE DESIGNED
AND DELIVERED BY OTHERS

REFER TO DIAGRAM 1058.1

EXISTING WARNING SIGN TO BE REPROVIDED
ON NEW POSTS AT MOUNTING HEIGHT OF

2.1m. SIGN TO BE OFFSET A MINIMUM OF 0.45m
FROM EDGE OF CARRIAGEWAY. TO BE

CONFIRMED ON SITE BY ENGINEER
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PROPOSED TEMPORARY CYCLISTS PROPOSED WORKS TO TIE-IN TO PHASE 1 PHASE 2 

DISMOUNT SIGN (S01) TO BE PROVIDED EXISTING SHARED USE PATH 
ON NEW POST. TO BE REMOVED 

FOLLOWING COMPLETION OF PHASE 2 
PROPOSED BLISTER TACTILE PAVING TO TIE IN 
TO TACTILES ON EASTERN SIDE OF CROSSING 

EXISTING CORDUROY 
PAVING TO REMAIN 

PROPOSED SUP SIGN (S02) TO BE 
MOUNTED ON NEW POST 

PROPOSED ROAD MARKINGS 
TO BE DESIGNED AND 
DELIVERED BY OTHERS 

PROPOSED LIGHTING EXISTING 
PROPOSED EASTERN FOOTWAY COLUMN TO BE ILLUMINATED 
IMPROVEMENTS TO BE DESIGNED LOCATED TO REAR OF SPEED LIMIT SIGN 
AND DELIVERED BY OTHERS PROPOSED SUP AND DUCTING TO 

PROPOSED TRAFFIC SIGNALS TO BE BE RELOCATED 
DESIGNED AND DELIVERED BY OTHERS EXISTING DIRECTIONAL SIGN TO BE REPROVIDED TO REAR OF GROUND TO BE GRADED TO A MAXIMUM OF 1:3 

ON A CANTILEVER POST AND RELOCATED TO PROPOSED SUP GRADIENT TO TIE-IN TO ADJACENT FIELD LEVELS 
REAR OF PROPOSED SUP. DIRECTIONAL SIGN TO 
BE DESIGNED AND DELIVERED BY OTHERS PROPOSED LIGHTING 

EXISTING CENTRAL ISLAND AND 
SIGNALS TO BE REMOVED. TO BE 

COLUMN TO BE 
LOCATED TO REAR 
OF PROPOSED SUP 

PROPOSED SEPARATION STRIP TO 
TIE INTO EXISTING VERGE 

EXISTING BT COLUMN TO BE RELOCATED 
TO BACK OF PROPOSED SUP 

EXISTING BT COLUMN TO BE RELOCATED 
TO BACK OF PROPOSED SUP 

DESIGNED AND DELIVERED BY OTHERS EXISTING GULLIES TO BE RELOCATED TO 
PROPOSED KERBLINE. GULLIES TO TIE INTO 
EXISTING DRAINAGE. TO BE CONFIRMED ON 
SITE BY ENGINEER 
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PROPOSED 3.5m SHARED USE PATH WITH PERMEABLE 
PAVING WITH ADDITIONAL 2.5m VERGE SEPARATION STRIP. 

TO BE ACHIEVED THROUGH EARTHWORKS AND 
TRANSLOCATING EXISTING HEDGEROW TO EDGE OF 

EARTHWORKS. EXISTING KERBLINE TO BE MAINTAINED 

REFER TO TYPE 1 
CORDUROY PAVING DETAIL PROPOSED SUP SIGN (S02) TO BE PROVIDED TO 

REAR OF PROPOSED SUP ON NEW POST 

REPRODUCED FROM THE ORDNANCE SURVEY MAPPING WITH THE 
PERMISSION OF THE CONTROLLER OF HIS MAJESTY'S STATIONERY 
OFFICE. © CROWN COPYRIGHT. UNAUTHORISED REPRODUCTION 
INFRINGES CROWN COPYRIGHT AND MAY LEAD TO PROSECUTION 
OR CIVIL PROCEEDINGS. PEMBROKESHIRE C.C.  LOCAL AUTHORITY 
LICENCE NUMBER LA 100023344 

PROPOSED 
ATTENUATION BASIN 

REFER TO DIAGRAM 1058.1 

REFER TO DIAGRAM 1058.1 

PROPOSED PREFABRICATED 

PROPOSED HCD H17 STEEL SINGLE 7.0m LONG AND 4.0m WIDE 

FIELD GATE OR SIMILAR APPROVED. BRIDGE TO BE PROVIDED. 
PROPOSED GATE TO OPEN AWAY SPECIFICATIONTION TO BE 

FROM PROPOSED SHARED USE PATH CONFIRMED BY PEMBROKESHIRE 
COUNTY COUNCIL. 

FOR MARKINGS REFER TO 
DIAGRAM 1003A 

EXACT GROUND LEVELS AND 
CONSECUTIVELY BRIDGEEXISTING FIELD DIRECT ACCESS TO BE 
HEIGHT TO BE CONFIRMED ONUTILISED FOR MAINTENANCE ACCESS 
SITE BY ENGINEEROF ATTENUATION BASIN 

PROPOSED SWALE TO BE 200mm DEEP 

EXISTING BT COLUMN TO BE RELOCATED 
TO BACK OF PROPOSED SUP 

PROPOSED HCD H13 STRAINED WIRE 
FENCE OR SIMILAR APPROVED 

PROPOSED 3.5m SHARED USE PATH WITH PERMEABLE PAVING WITH 
ADDITIONAL 2.5m VERGE SEPARATION STRIP. TO BE ACHIEVED THROUGH 
EARTHWORKS AND TRANSLOCATING EXISTING HEDGEROW TO EDGE OF 

EARTHWORKS ALONG PROPOSED SUP. EXISTING KERBLINE TO BE MAINTAINED 

FOR MARKINGS, REFER TO DIAGRAMS 
1003B, 1023B, 1049B AND 1057 

PROPOSED CYCLISTS REJOIN CARRIAGEWAY 
AND SUP SIGN (S05A AND S05B) TO BE 
MOUNTED BACK TO BACK ON NEW POST 

REFER TO TYPE 2 
CORDUROY PAVING DETAIL 

PROPOSED QUIET LANE SIGN (S04) TO 
BE MOUNTED ON NEW POST 

EXISTING HEDGEROW TO BE REMOVED AND TO BE 
REGULARLY MAINTAINED TO PROVIDE FULL VISIBILITY 
FOR SHARED USE PATH USERS 

PROPOSED REFLECTORISED 20mph AND NATIONAL SPEED LIMIT 
TERMINAL SPEED LIMIT SIGNS (S03A AND S03B) TO BE MOUNTED BACK 
TO BACK ON NEW POSTS AT AN OFFSET OF 0.45m FROM EDGE OF 
CARRIAGEWAY AND TO BE LOCATED 20m FROM EXISTING JUNCTION 

20mph ROUNDEL ROAD MARKING TO BE 
PROPOSED EVERY 100m ALONG QUIET LANE. 
REFER TO DIAGRAM 1056 

EXISTING FIELD ACCESS TO BE STOPPED UP, 
GATE REMOVED AND REPLACED BY 
PROPOSED HEDGEROW TO MATCH EXISTING 
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KEY: 

PROPOSED SHARED USE PATH 

PROPOSED SEPARATION STRIP 

EXISTING VERGE TO REMAIN 

PROPOSED VERGE 

EXISTING CARRIAGEWAY 
TO REMAIN 

PROPOSED ROAD MARKING (TO 
BE DELIVERED BY OTHERS) 

FOOTWAY IMPROVEMENTS TO 
BE DESIGNED BY OTHERS 

PROPOSED EARTHWORKS 

PROPOSED PRE-FABRICATED BRIDGE 

PROPOSED MAINTENANCE ACCESS 

PROPOSED SWALE 

PROPOSED CORDUROY PAVING 

EXISTING CORDUROY PAVING 
TO REMAIN 

PROPOSED LIGHTING COLUMN 

PROPOSED ATTENUATION BASIN 

EXISTING HEDGEROW TO BE REMOVED 

PROPOSED HEDGEROW 

HPG 

EXISTING WARNING SIGN TO BE REPROVIDED 
ON NEW POSTS AT MOUNTING HEIGHT OF 

2.1m. SIGN TO BE OFFSET A MINIMUM OF 0.45m 
FROM EDGE OF CARRIAGEWAY. TO BE 

CONFIRMED ON SITE BY ENGINEER 

EXISTING BT COLUMN TO BE RELOCATED 
TO BACK OF PROPOSED SUP 

EXISTING GATEWAY SIGN TO BE REPROVIDED 
ON NEW POSTS AT MOUNTING HEIGHT OF 2.1m. 
SIGN TO BE OFFSET A MINIMUM OF 0.45m FROM 

THE EDGE OF THE CARRIAGEWAY. TO BE 
CONFIRMED ON SITE BY ENGINEER 

2024 

GENERAL NOTES: PROPOSED SIGN FACE DRAWING  NO. 14. FOR PROPOSED LEVELS REFER TO DRAWING NO. 
PE14_201-ATK-HSN-SWMWRCES-DR-CH-000001. PE14_201-ATK-HML-SWMWRCES-DR-CH-000002 to1. ALL DIMENSIONS ARE IN METRES UNLESS NOTED 

000008.OTHERWISE. 8. FOR SHARED USE PATH MARKINGS MARKINGS REFER 
TO STANDARD DETAILS DRAWING NO. 15. FOR STREET LIGHTING INFORMATION REFER TO2. ONLY WRITTEN DIMENSIONS SHALL BE USED, DO NOT 
PE14_201-ATK-HGN-SWMWRCES-DR-CH-000019. STREET LIGHTING DRAWINGSCALE. 

NO.PE14_201-ATK-HLG-SWMWRCES-DR-CH-000001.9. ALL STREET FURNITURE TO BE OFFSET A MINIMUM OF 
450mm FROM CARRIAGEWAY EDGE. 16. THE LOCATION OF SERVICES SHOWN ARE 

3. THIS DRAWING SHOULD BE READ IN CONJUNCTION 
WITH ALL OTHER SCHEME   DRAWINGS AND 

APPROXIMATE AND ARE AN ACCURATESWMWRCES SPECIFICATION. 10. TRANSLOCATED HEDGEROW TO BE SITUATED ON A INTERPRETATION OF THE INFORMATION SUPPLIEDNEWLY FORMED HEDGEROW BANK FROM EDGE OF4. FOR GENERAL ARRANGEMENTS REFER TO GENERAL FROM THE STATUTORY UTILITY PROVIDERS. THEEARTHWORKS.ARRANGEMENT DRAWING NO. CONTRACTOR IS REQUIRED TO LOCATE ALL
PE14_201-ATK-HGN-SWMWRCES-DR-CH-000021 AND 11. FOR STATUTORY UTILITY INFORMATION REFER TO STATUTORY UTILITY PLANT PRIOR TO COMMENCING
NO. PE14_201-ATK-HGN-SWMWRCES-DR-CH-000020. STATUTORY UTILITIES DRAWING NO. THE WORKS AND ENSURE THAT ALL UTILITIES ARE 

5. FOR KERB DETAILS REFER TO STANDARD DETAILS PE14_201-ATK-VUT-SWMWRCES-DR-CH-000001. ADEQUATELY PROTECTED. 
DRAWING NO. 12. FOR CONSTRUCTION AREAS REFER TO KERB AND 
PE14_201-ATK-HGN-SWMWRCES-DR-CH-000019. CONSTRUCTION DRAWING NO. 

PE14_201-ATK-HKF-SWMWRCES-DR-CH-000002 AND6.  FOR CONSTRUCTION DEPTHS REFER TO STANDARD 
NO. PE14_201-ATK-HKF-SWMWRCES-DR-CH-000003.DETAILS DRAWING NO.  

PE14_201-ATK-HGN-SWMWRCES-DR-CH-000019. 13. FOR DRAINAGE INFORMATION REFER TO DRAWING 
NO. PE14_201-ATK-HDG-SWMWRCES-DR-CD-000001.7. FOR SIGN AND FOUNDATION DETAILS REFER TO 
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PROPOSED SIGNS 

EXISTING SIGNS TO BE RELOCATED 

EXISTING SIGNS TO REMAIN 

EXISTING VRS BARRIERS TO REMAIN 

HIGH PRESSURE WALES AND WEST 

EXISTING PRE-CAST CONCRETE CHANNEL 
TO BE EXTENDED TO NEW KERBLINE 

PROPOSED ACCESS GATE TO 
BE PROVIDED 

PROPOSED BLISTER TACTILE PAVING 

PROPOSED TRAFFIC SIGNALS 
(TO BE DELIVERED BY OTHERS) 

EXISTING GULLIES TO BE RELOCATED TO 
PROPOSED KERBLINE AND TIE INTO 
EXISTING DRAINAGE INFRASTRUCTURE. 
TO BE CONFIRMED ON SITE BY ENGINEER 

EXISTING CHAMBERS TO BE RAISED / 
LOWERED TO SUIT PROPOSED LEVELS 

EXISTING CHAMBER TO REMAIN 

EXISTING HEDGEROW TO BE 
TRANSLOCATED AND REPROVIDED 
IN PROPOSED LOCATION 

EXISTING HEDGEROW TO REMAIN 

PROPOSED STOCK PROOF FENCING 

VISIBILITY SPLAYS 

EXISTING BT POLE TO REMAIN 

PROPOSED BT POLE 

West Glamorgan House 
12 Orchard Street 
Swansea 
West Glamorgan 
SA1 5AD 

+44 (0)1792 641172 
+44 (0)1792 472019 

PEMBROKESHIRE 
COUNTY COUNCILDescription - - -

Location Type Role Number 

Status Revision Drawn Checked Reviewed Authorised Issue Date Original ProjectA1 Scale: Sheet: of Rev:Size: Ref. No: 

This Drawing is saved on ProjectWise.   Plotted: 11/11/2024 21:55:06  By: KUMA4569 

SAFETY, HEALTH AND ENVIRONMENTAL 
INFORMATION APPROVED - CONSTRUCTION A3 Steynton to Studdolph Lane

Shared Use Path 
In addition to the hazards/risks normally associated with the types of work 
detailed on this drawing, note the following significant residual risks 
(Reference shall also be made to the design hazard log). 

GENERAL ARRANGEMENTConstruction 
PROXIMITY TO LIVE TRAFFIC AND PROXIMITY TO LIVE UTILITIES OVERALL SCHEME 
INCLUDING HPG 

Maintenance / Cleaning 
PROXIMITY TO LIVE TRAFFIC AND PROXIMITY TO LIVE UTILITIES 
INCLUDING HPG 

Use FIRST ISSUE 

NONE PE14_201 ATK HGN 
S2 P01 PV DS SC --- 11/07/24 

SWMWRCES DR CH 000003 
Decommissioning / Demolition Construction Drawing Package Issue
PROXIMITY TO LIVE TRAFFIC AND PROXIMITY TO LIVE UTILITIES 
INCLUDING HPG A3 C01 PV LZ SC GL 11/11/24 1:500 5221341 1 1 C01 
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